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DECLARATION OF PERFORMANCE
PERFORMANS BEYANI

NO: 2020-0325

. Identification code of the product
| type / Uriin tipi kimlik kodu

LINEFLEX EPDM GEOMEMBRANE
1,00/1,10 /1,20/ 1,30/
1,40/1,50/1,60/1,65/1,70/1,80/1,90/2,00/2,50 mm
geosynthetic rubber geomembrane used as fluid barrier
made of ethylene-propylene-diene monomer

. Intended use or uses / Kullanmm

|
- amaci veya amaglari
il

Polymeric Geosynthetic Fluid Barrier in Water
Reservoir, Dam, Puddle, Waterway, Tunnel, Solid-
Liquid Waste Storage Areas, Transportation
Infrastructure Applications /

Su Rezervuariar, Barajlar, Goletler, Kanallar, Tineller, Kati-Sivi-
Atik Depolama Alanlar, Ulasim Altyapisinda Akiskan Bariveri

Name and address of the

AK-IZO Yalitim Sistemleri San. Ve Tic. A.S.

\ Kurulus(lar)

3 | manufacturer/ DOSAB, Reyhan Sk., No:3, Osmangazi / BURSA /
Uretici Adi ve Adresi TURKIYE
Name and address of the authorized
4 | representative / Yetkili Kisi Adi ve | -
| Adbresi - 3‘
5 System/s of AVCP / Performansin System 2+ |
" | Degismezligi sistemi Sistem2 + -
EN 13361:2004/A1:2006 |
EN 13362:2004 |
,‘ EN 13491:2004/41:2006 “
‘! Harmonised standard/ EN 13492.'2004//4].2006
6 1Z\I]yu.mZass*tzrzlm15.9 Standart EN 13493-2004
- Notified body/ies/ Onaylanms
EN 15382:2013

Textilni zkuSebni Gstav,
Textile Testing Institute
NB 1021
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7. Declarated Performance/ Performans Beyani
‘ lilsgglgal Characteristics/ Temel Karakteristikler | ‘ngggmaﬁge] férforman:s:?: e
. Tensile Propertles/ Cekme Dayanimz (EN 12311-2) _ 280N/mm*> -
. Elongation at Break/ Kopmadaki Uzama ( EN | ~94300
123112 . o i
f 1,10 mm-=>0,55 kN
' Resistance to Static Static Puncture/ Statik 1,50 mm ->0,75 kN
Patlamaya Dayanim EN ISO 12236 :‘ 2,00 mm -=>1,0 kN |

2,50 mm - >]25,kN ) I

. Water TightnéSs to Liquide Water; Sivi Su

ecirmezlik EN 14150 <4x10°¢ m3/m2day/ x10°° m’/m? gun

' Oxidation/ Okszdasyon EN 14575 Tensile Propertles I max. -25%

Change/ Cekme Dayanimi Degisimi I C B

. Oxidation/ Oksidasyon EN 14575 Elongation max. -50%
\ _Properties Change/ Kopmadaki Uzama Degisimi \ T N

- Chemical Resistance / Kimyasallara direng (EN \

. 14414) Tensile Properties Change/ Cekme Dayanimi ‘ max. -25%

Degzymz ]
1 Chemical Resistance / Kimyasallara direng (EN | ”
1 14414) (EN 14415) Elongation Properties Change/ max. -40%

- Uzama o6zelligi - -

Weathermg UV Resistance/ Yaslandirma/Hava/UV

N 12224 Tensile Properties Change / Cekme ! max. -25% ‘1

U Dayamimi Degisimi ‘ - |

' Resistance to Leachlng | Kat1 sivi éziitlemesine kar§z U

 direng (EN 14415) Tensile Properties change/ ? max. -20%
\ Cekme Dayanimi Degisimi

' Resistance to Leaching / Kat1 sivi oziitlemesine karsi |

dlreng (EN 14414) (EN 14415) Elongation max. -30%
 Properties Change/ Kopmadaki Uzama Degigimi | 7

' Density/ Yogunluk (EN ISO 1183-1) | - 1,1-1,2 g/lem®/ 1,1-1,2 g/cnd’ !

' Tear Resistance / Yirtiima Direnci (ISO 34-1 !
“ Method B Unnotched ) ( | - £ A0 Nawm 0 e o . U

' Shear Resistance of Joint/ Kaynak Kayma Dayammz : 1,10 mm - > 260N/50mm
(EN 12317-2) “ 1,50 mm - > 360 N/50mm \é

| 2,00 mm - > 480 N/50mm \!
‘1 2,5 mm - > 560N/50mm

Peel Resistance of Joint/ Kaynak Soyulma Dayanim: 1,10 mm - > 130N/50mm
'\ (EN 12316-2) ' 1,50 mm - > 180 N/50mm
| ' 2,00 mm - > 240 N/50mm




2.5 mm - > 300N/50mm

Determination of dimensional stability / Boyutsal
- Kararlilik (EN 1107-2)

' Resistance to Ozone /Ozon Dayammi EN 1844/ ISO 7
 1431-1/TS 2680

No Cracking/ Catlamaz

Resistance to Roots /Bitki Kokiine Dayamm (CEN
14416) ‘

No Penetrate / Niifuz Etmeyecek

Res1stance to Fire/ Yangm_a Tepki (EN ISO 11925-2) |

o E

Dangerous Substances/ Tehlikeli Maddeler

 Less than construction products covered by this
\ European Standard are placed on EU National

Regulations

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole

responsibility of the manufacturer identified above.

! Yukarida verilen malzemenin performansi, yukarida

beyan edilen performansa uygundur. Bu performans beyanm 305/2011 AB yonetmeligine uygun olarak iiretici

sorumlulugunda hazwrlanmuistir.

Signed for and on behalf of the manufacturer by;
Imalat¢i / Imalat¢t adina imzalayan;

Name And Function - Isim Ve Gérevi
Place And Date Of Issue - Diizenlenen Yer Ve Tarih

Signature - /mza
Date Of Validity — Gecerlilik Tarihi

2 23.11.2020

SAN.
Demirtas Orga ze San Bolg. Reynan Sk. No:3
Tei 0224 330 CQ

2 30.10.2021
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